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Present Owner: Trini ty'Eplscopal Church 1009 Vermon Street,
Lawrence Kansas

Present Occupant: = Owner
Present Use: Parish house.
Brief Statement of Sienmificamce: This stone structure In ithe Gothic

style is the earliest chureh building in Kansas {with the exception
of the early Indian missions) and dates from Territorial times.:

PART I. HISTORICAL, INFORMATION
e A. Physicel History:
1. Original and subsequent ownera: Trinity Episcopal Church

2. Date of erection: 1853 {Kensas State Hlatorical Society,

The Kensas Historicsl Quarterly, Summer 1957, Vol. XXITT,
“No. 2, Topeka, Kansas, P 127)

3. Architect, bvlldar suppliers ete.
: The church‘wao bh‘lb mder the dlvection of the
Reverend Charles Reynolds.

4. Original plans: Nome located.

Notes on alterations and additions:
Dr. R. W. Oliver, who become rector in 1863, added a
chencel in the aaoJ, a tower on the north, a vestibule
~at the northeasi, a trensept on the north and diamond
paned windows. The tower dates from 1865. (Whittemore,
‘Margaret, Historic Xensas. A Centensry Sketchbook,
 University of Kansas Press, Lawrence, 1954, pn. 120)
The plan for the additlions was drawn bv F. H. Oliver of
Pittsburgh, PennSJﬁv%nia (Wright, Jennie C., Farly
. History of Trinity Eniscopal Church, Lawrence, Kansas,
1927, Dy 30) In My of 1867 the church was carpeted.
V (Ibid,, p. 32) Between 1900 and 1910 a new roof was
. placed on the buwilding and gas heating was installed.
. : {The Kansas Churchman F‘ebr_zary 1910, Vol. 36, No. 2, .
Toneka Kansas, p. 13 3 ;
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. :lmﬂart L old views and zeferences | o ':K?vJS'T'
Tllustration of Lawrence in 1859 showing the church Az LA@uR

-~ (DeZurko, E. R., ~"Farly Kensas Churches," Kansas - -
State College BuTletln, Vol. XXIII, No. 5, April. l AR
1949, Topeka, Kansas, p. Ll @ swall measured drawing ‘

. appears on p 45) o ‘

B. Hlstor¢ca1 Events COHﬂ&CbEQ wz*h tne Strucbure
Erected in 1858, this is the oldest church buxlding
_(excepuxng the- earﬁy Indian missions) in Kanges. The _
arly records of the church were déstroyed in Quantriil's
raid on August 21, 1863 and it is said- yhau the bulldlpg
was used ag a hospital during the.crisis. (Wright, Jennie C.
arly H;shorv'of Trinity Eplscopal Church, Lawrence, hﬁnsas,
1627, p. 24)  Two months after the raid mhny'a1+eratwons were
" made and the building continued to serve as a church until .
a much larger building was erected on the adjoining lot :
in 1871. The building was then turned into a parish house:
and stﬂll Serves as such,

C.: leely Sources kot Yet Inveutzgated". o
Newsnapers sieh as. the Herald of Frecdomw, a Lawrence,
Kansas publlcatlon

| ‘ ' IR o - Prepared Dby Q"mQ aste Y38

A GeneralﬁStatement:

Archltectural Charscter: B o
. Very little remains of the first church but the modified
structure of 1863~1865 1s an early Kansas examnle of
: archltecture in the GObth Rev1va1 style,

-~

2. COﬁdlalOﬁ of Fabric: :
“The building is sbrueturaily'utable and is well
malntained :
B, Technical Descriptipn of Exieriorﬁ'.
1. Foundatlons Nﬁtive 1imést6né :
3 2;_1Wa11 cons%ructlon Native Limegﬁone';

3. Porches _ None B

g Chlnneys ~One modern brick chiﬁneyﬂ
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Openings: : MAL T
AR S
2. Doorways and doors: 2 - LAWK,

The original doorway is gone. The fower doorway {~
has a simple wood frame and tympanum., The door

{said to be original) is made of vertical beaded
tongue and groove boards and is backed up with
disgonal beaded toague and groove boards,

b. Windows and shutters:
The windows are of pegged wooden construetlon
and are of sash type. The frames ars wood.
Diamond paned leaded gilass is used. (Whittemore,
Margaret, op. ecit., p. 120) No ghutters.

Roof':

a, Shape, covering: _
Gable roof with asphalt shingles. One roof was
placed on the chapel between 1900-1910 (The Kansas
Churchman, February, 1910, Vol. 36, No. 2, Topeka,
Kansas, ». 13) '

b. Cornice, eaves:
A simple molded cornice remains.

¢, Dormers: None

Technical Descripiion of Interiors:

i

G

Floor Plans:
One f{loor only. Enitrance 8t N.E. Altar and platform
at west wall. UNorth side boxed off for a vestry room.
{See Part II, D, - Supplemental Material.)

Steirways: HNone {perhaps one in tower - not noted)

looring: Said to be original. (Nails and type of wood
not moted)

Wall and ceiling findish; Plagtered and painted.

Doorways and doors: No original interior doors remain.

Trim: Very simple desigm in wood.

Hardware: The hinge arms and door handle of the iower
-door are wrought-iron and may be original. The hinges
themselves are modern.

Lighting: No original lighling exists.

Heating: COriginal was a woodstove. ({See Pary II,
D. - Supplemental Material.)
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The following is a description of Mrs. 5. A, Riggs quoted 2z.i apie
from Wright, Jennie C., op. cit., p. 18: . L

"1 wish I could give you a picture of the Churcn as

I saw it in the spring of 1860, The rectangular
rough stone building, the windows.zlone making it -
different from & bédrn; we entered a4 a door at the
northeast corner, the Altar a platform slightly
raised in the center of the west end upon which was:
the table and reading desk s1ill used in the Chapel,
a reiling across the front and on one gide. The
north side was bexed off for a vestry room, the
black walnub boards higher than a man's head with

an cpening to the Altar pletform, another to the
body of the Church. At the south side was a melodeon
and the choir sat on the froni seai, a big stove wes
at the east end; a wood stove for as yet co2l had not
been developed.?®

Prepared by 3@ 9 b}@!ﬂ; o2 date_7/52

PART III, OTHER INFORMATION

A,

Site:

1.

General setting and orientation:

On 2 level Lot set back from the street aboubl 45 feet.
The front of -the huilding faces north.

Enclosures: None
Outbuildiﬁgs:.'None
Walks: Modern concreie walks lead to thé siruchure.

Landscaping: Ivy over the walls and a few bushes near the

building with a tree on the north side.

Prepared by Qj @ (’Ylb f{’SWC},@; date 7/53 e



